
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION

445 12th STREET S.W.

WASHINGTON  D.C.  20554

News media information 202-418-0500

Internet: http://www.fcc.gov (or ftp.fcc.gov)

TTY (202) 418-2555

Wednesday  January 14, 2015SES-01716    Report No.

re: Satellite Radio Applications Accepted For Filing

Satellite Communications Services

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any of
these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted
for filing will be assigned call signs, or other unique station identifiers.  However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

E140097SES-AMD-20140925-00775 E

Class of Station: Other

Amendment

The Boeing Company

Nature of Service: Other

See IBFS File No. SES-LIC-20140922-00748 for a description of application, placed on Report No. SES-01710, released December 24, 2014 as

accepted for filing.

0 ° 0 ' 0.00 " N LAT.

SITE ID: 1

20403 68th Ave South BLDG 18-61.1 MC8R91, Kent, WA

0 ° 0 ' 0.00 " W LONG.

LOCATION:

BoeingBPA 0.381 metersANTENNA ID: Boeing Phased Array

50.60 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

31.70 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7DPage 1 of 16



0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

Mitsubishi Electric Co.Reflector 0.65 metersANTENNA ID: Boeing Reflector Ant

46.70 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

30.50 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

Tecom Industries, Inc.Tecom 0.65 metersANTENNA ID: KuStream 1500

44.80 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

37.80 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7DPage 2 of 16



0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

Points of Communication:

1 - AMC-15 - (105 W.L.)

1 - EUTELSAT 172A(S2610) - (172 E. L.)

1 - INTEL 907 (S2411) - (27.5 W.L.)

1 - OTHER -

1 - OTHER -

1 - SATMEX 6 (S2695) - (113 W.L.)

1 - SES-1 - (101.0 W.L.)

1 - Superbird C2 - (144 E.L)

1 - TELSTAR 11N (S2357) - (37.5 W.L.)

E140097SES-LIC-20140922-00748 E

Class of Station: Other

Application for Authority

The Boeing Company

Nature of Service: Fixed Satellite Service

See IBFS File No. SES-AMD-20140925-00775 for description of application.

0 ° 0 ' 0.00 " N LAT.

SITE ID: Aircraft

20403 68th Ave South, BLDG 18-61.1 MC8  (Operate up to 100 ESAA Terminals), Kent, WA

0 ° 0 ' 0.00 " W LONG.

LOCATION:

BoeingBPA 0.381 metersANTENNA ID: Boeing Phased Array

31.70 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

50.60 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7DPage 3 of 16



0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

Mitsubishi Electric Co.Reflector 0.65 metersANTENNA ID: Boeing Reflector Ant

30.50 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

46.70 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

Tecom Industries, Inc.Tecom 0.65 metersANTENNA ID: KuStream 1500

37.80 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 420KG7D

44.80 dBW Direct Sequence Spread Spectrum,

O-QPSK

14000.0000 - 14500.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11450.0000 - 11700.0000 MHz 32M4G7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

11700.0000 - 12200.0000 MHz 32M4G7DPage 4 of 16



0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 420KG7D

0.00 dBW Direct Sequence Spread Spectrum,

O-QPSK

12200.0000 - 12750.0000 MHz 32M4G7D

Points of Communication:

Aircraft - AMC-15 - (105 W.L.)

Aircraft - EUTELSAT 172A(S2610) - (172 E. L.)

Aircraft - Eutelsat 36B - (36 E.L.)

Aircraft - Eutelsat 7A - (7 E.L.)

Aircraft - INTEL 907 (S2411) - (27.5 W.L.)

Aircraft - SATMEX 6 (S2695) - (113 W.L.)

Aircraft - SES-1 - (101.0 W.L.)

Aircraft - Superbird C2 - (144 E.L)

Aircraft - TELSTAR 11N (S2357) - (37.5 W.L.)

E140107SES-LIC-20141022-00809 E

Class of Station: Fixed Earth Stations

Application for Authority

O3b Limited

Nature of Service: Fixed Satellite Service

O3b seeks a license permitting it to operate two (2) 2.4m General Dynamics Satcom antennas at the O3b facility in Haleiwa, Hawaii.

21 ° 40 ' 17.80 " N LAT.

SITE ID: 1

58 - 350 Kamehameha Hwy, Honolulu, Haleiwa, HI

158 ° 1 ' 54.90 " W LONG.

LOCATION:

GENERAL DYNAMICSGD 2.4M. 2.4 metersANTENNA ID: GDST 2.4M

Various Modulations up to 32APSK;

Digital Data Link

17800.0000 - 18600.0000 MHz 216MG7D

Various Modulations up to 32APSK;

Digital Data Link

17800.0000 - 18600.0000 MHz 1M00G7D

Various Modulations up to 32APSK;

Digital Data Link

18800.0000 - 19300.0000 MHz 216MG7D

Various Modulations up to 32APSK;

Digital Data Link

18800.0000 - 19300.0000 MHz 1M00G7D

70.75 dBW Various Modulations up to 32APSK;

Digital Data Link

27600.0000 - 28400.0000 MHz 216MG7DPage 5 of 16



48.60 dBW Various Modulations up to 32APSK;

Digital Data Link

27600.0000 - 28400.0000 MHz 1M00G7D

70.75 dBW Various Modulations up to 32APSK;

Digital Data Link

28600.0000 - 29100.0000 MHz 216MG7D

48.60 dBW Various Modulations up to 32APSK;

Digital Data Link

28600.0000 - 29100.0000 MHz 1M00G7D

TT&C19296.2000 - 19299.9000 MHz 300KG1D

70.75 dBW TT&C29087.8000 - 29089.9000 MHz 500KG2D

Points of Communication:

1 - O3B-A - (Eq. NGSO)

E140124SES-LIC-20141205-00883 E

Class of Station: Fixed Earth Stations

Application for Authority

Barrick Gold of North America, Inc.

Nature of Service: Fixed Satellite Service

36 ° 53 ' 45.00 " N LAT.

SITE ID: Remote1

Barrick Gold Mine, Nye, Beatty, NV

116 ° 48 ' 58.00 " W LONG.

LOCATION:

VertexRemote1 1.8 metersANTENNA ID: 1194-990

47.60 dBW QPSK  - Data and Voice14000.0000 - 14500.0000 MHz 896KGXD

0.00 dBW QPSK  - Data and Voice11700.0000 - 12200.0000 MHz 1M00GXD

Points of Communication:

Remote1 - AMC 21 - (125 W.L.)

E140128SES-LIC-20141221-00919 E

Class of Station: Fixed Earth Stations

Application for Authority

Harris CapRock Communications, Inc.

Nature of Service: Fixed Satellite Service

25 ° 58 ' 17.70 " N LAT.

SITE ID: Seatel 9711 Ku

11651 Interchange Circle South, Broward, Miramar, FL

80 ° 18 ' 3.70 " W LONG.

LOCATION:

Seatel9711 Ku 2.4 metersANTENNA ID: 9711-44

50.48 dBW Digital14000.0000 - 14500.0000 MHz 170KG7W

0.00 dBW Digital11700.0000 - 12200.0000 MHz 170KG7WPage 6 of 16



59.48 dBW Digital14000.0000 - 14500.0000 MHz 1M36G7W

0.00 dBW Digital11700.0000 - 12200.0000 MHz 1M36G7W

25 ° 58 ' 17.70 " N LAT.

SITE ID: Seatel 9797 C

11651 Interchange Circle South, Broward, Miramar, FL

80 ° 18 ' 3.70 " W LONG.

LOCATION:

Seatel9797 C 2.4 metersANTENNA ID: 9797

0.00 dBW Digital3700.0000 - 4200.0000 MHz 2M80G7W

0.00 dBW Digital3700.0000 - 4200.0000 MHz 5M60G7W

56.00 dBW Digital5925.0000 - 6425.0000 MHz 2M80G7W

59.00 dBW Digital5925.0000 - 6425.0000 MHz 5M60G7W

Points of Communication:

Seatel 9711 Ku - PERMITTED LIST - ()

Seatel 9797 C - PERMITTED LIST - ()

E140129SES-LIC-20141221-00920 E

Class of Station: Fixed Earth Stations

Application for Authority

Harris CapRock Communications, Inc.

Nature of Service: Fixed Satellite Service

25 ° 59 ' 18.90 " N LAT.

SITE ID: Prodelin 1244 C

14700 Caribbean Way, Broaward, Miramar, FL

80 ° 20 ' 29.10 " W LONG.

LOCATION:

ProdelinP1244C 2.4 metersANTENNA ID: 1244

0.00 dBW Digital3700.0000 - 4200.0000 MHz 170KG7W

0.00 dBW Digital3700.0000 - 4200.0000 MHz 1M20G7W

58.48 dBW Digital5925.0000 - 6045.0000 MHz 1M20G7W

50.00 dBW Digital5925.0000 - 6045.0000 MHz 170KG7W

50.00 dBW Digital6085.0000 - 6265.0000 MHz 170KG7W

58.48 dBW Digital6085.0000 - 6265.0000 MHz 1M20G7W

25 ° 59 ' 18.90 " N LAT.

SITE ID: Prodelin 1244 Ku

14700 Caribbean Way, Broward, Miramar, FL

80 ° 20 ' 29.10 " W LONG.

LOCATION: Page 7 of 16



ProdelinP1244 Ku 2.4 metersANTENNA ID: 1244

0.00 dBW Digital11700.0000 - 12200.0000 MHz 5M28G7W

0.00 dBW Digital11700.0000 - 12200.0000 MHz 660KG7W

58.39 dBW Digital14000.0000 - 14500.0000 MHz 5M28G7W

49.39 dBW Digital14000.0000 - 14500.0000 MHz 660KG7W

Points of Communication:

Prodelin 1244 C - INTELSAT 903 - (34.5 W.L.)

Prodelin 1244 Ku - PERMITTED LIST - ()

E150001SES-LIC-20150109-00002 E

Class of Station: Temporary Fixed Earth Station

Application for Authority

SINCLAIR SEATTLE LICENSEE, LLC EZ

Nature of Service: Fixed Satellite Service

SITE ID: 1.25M

LOCATION:

Sat-Lite1.25M 1.25 metersANTENNA ID: 1256

64.30 dBW Digital traffic, various, FEC, data rates,

information

14000.0000 - 14500.0000 MHz 36M0G7W

41.27 dBW Digital traffic, various, FEC, data rates,

information

14000.0000 - 14500.0000 MHz 51K2G7W

Points of Communication:

1.25M - PERMITTED LIST - ()

E080120SES-MOD-20141022-00804 E

Class of Station: Fixed Earth Stations

Application for Modification

EchoStar Broadcasting Corporation

Nature of Service: Direct Broadcast Satellite Service, Fixed Satellite Service, Other

EchoStar Satellite Operating Corporation requests modification of its fixed earth station in Cheyenne, WY, to add the EchoStar 3 satellite at the

86.4° W.L. orbital location as a point of communication in the 12.2-12.7 GHz (space-to-Earth) and 17.3-17.8 GHz (Earth-to-space) frequency

bands.

41 ° 7 ' 54.40 " N LAT.

SITE ID: 1

530 EchoStar Drive, Laramie, Cheyenne, WY

104 ° 44 ' 13.00 " W LONG.

LOCATION:

VertexD1 9 metersANTENNA ID: 9m

0.00 dBW Telemetry12200.0000 - 12210.0000 MHz 800KG2DPage 8 of 16



0.00 dBW Telemetry12690.0000 - 12700.0000 MHz 800KG2D

78.10 dBW Telecommand17790.0000 - 17800.0000 MHz 800KG2D

0.00 dBW Ranging Tones12200.0000 - 12210.0000 MHz 1M50F3D

0.00 dBW Ranging Tones12690.0000 - 12700.0000 MHz 1M50F3D

80.84 dBW Ranging Tones17790.0000 - 17800.0000 MHz 1M50F3D

0.00 dBW Digital Data and Compressed Video12210.0000 - 12700.0000 MHz 24M0G7W

86.50 dBW Digital Data and Compressed Video17790.0000 - 17800.0000 MHz 24M0G7W

78.10 dBW Telecommand17300.0000 - 17310.0000 MHz 800KG2D

80.84 dBW Ranging Tones17300.0000 - 17310.0000 MHz 1M50F3D

VertexD2 9 metersANTENNA ID: 9m

0.00 dBW Telemetry12690.0000 - 12700.0000 MHz 800KG2D

78.10 dBW Telecommand17300.0000 - 17310.0000 MHz 800KG2D

78.10 dBW Telecommand17790.0000 - 17800.0000 MHz 800KG2D

0.00 dBW Ranging Tones12200.0000 - 12210.0000 MHz 1M50F3D

0.00 dBW Ranging Tones12690.0000 - 12700.0000 MHz 1M50F3D

0.00 dBW Digital Data and Compressed Video12210.0000 - 12700.0000 MHz 24M0G7W

86.50 dBW Digital Data and Compressed Video17300.0000 - 17800.0000 MHz 24M0G7W

80.84 dBW Ranging Tones17300.0000 - 17310.0000 MHz 1M50F3D

0.00 dBW Telemetry12200.0000 - 12210.0000 MHz 800KG2D

80.84 dBW Ranging Tones17790.0000 - 17800.0000 MHz 1M50F3D

Points of Communication:

1 - CIEL 2 - (128.85 W.L)

1 - ECHOSTAR 1 - (77 W.L.)

1 - ECHOSTAR 15 - (45.1 W.L.)

1 - ECHOSTAR 3 (S2741) - (86.4 W.L.)

1 - ECHOSTAR 6 (2232) - (96.2 W.L.) Page 9 of 16



1 - ECHOSTAR 8 - (76.85)

1 - ECHOSTAR/DISH - ()

1 - NIMIQ 5 - (72.7 W.L.)

E980005SES-MOD-20141022-00805 E

Class of Station: Fixed Earth Stations

Application for Modification

EchoStar Broadcasting Corporation

Nature of Service: Direct Broadcast Satellite Service, Feeder Link for DBS in Fixed Satellite Service, Fixed Satellite Service, Other

EchoStar Satellite Operating Corporation requests modification of its fixed earth station in Cheyenne, WY, to add the EchoStar 3 satellite at the

86.4° W.L. orbital location as a point of communication in the 12.2-12.7 GHz (space-to-Earth) and 17.3-17.8 GHz (Earth-to-space) frequency

bands.

41 ° 7 ' 56.40 " N LAT.

SITE ID: 1

530 ECHOSTAR DRIVE, LARMIE, CHEYENNE, WY

104 ° 44 ' 10.40 " W LONG.

LOCATION:

TIW1 13.2 metersANTENNA ID: 13.2 METER

35.80 dBW Telemetry17790.0000 - 17800.0000 MHz 1M00G2D

86.30 dBW Digital Data, FEC 3/4 (TT&C)17307.0000 - 17308.5000 MHz 1M00G2D

86.30 dBW Digital Data, FEC 3/4 (TT&C)17301.0000 - 17302.0000 MHz 1M00G2D

87.40 dBW Digital Video, FEC 3/417300.0000 - 17800.0000 MHz 24M0M1F

87.40 dBW Digital Video, FEC 3/417300.0000 - 17800.0000 MHz 24M0G1W

Telemetry Beacon (TT&C)12698.5000 - 12699.5000 MHz 1M00G2D

Telemetry Beacon (TT&C)12202.5000 - 12203.5000 MHz 1M00G2D

Telemetry Beacon (TT&C)12200.5000 - 12201.5000 MHz 1M00G2D

Digital Video, FEC 3/412200.0000 - 12700.0000 MHz 24M0M1F

Telemetry12200.0000 - 12205.0000 MHz 800KG2D

Points of Communication:

1 - ECHO-3 - (61.5 DEG)

1 - ECHOSTAR 12 - (61.35 W.L.)

1 - ECHOSTAR 14 - (118.9 W.L.)

1 - ECHOSTAR 15 - (45.1 W.L.)

1 - ECHOSTAR 16 (S2844) - (61.5 W.L.) Page 10 of 16



1 - ECHOSTAR 2 - (148 W.L.)

1 - ECHOSTAR 3 (S2741) - (86.4 W.L.)

1 - ECHOSTAR 4 - (76.85 W.L.)

1 - ECHOSTAR 7 - (118.8 W.L.)

1 - ECHOSTAR 8 - (77 W.L.)

1 - ECHOSTAR/DISH - ()

E070014SES-MOD-20141022-00806 E

Class of Station: Fixed Earth Stations

Application for Modification

EchoStar Broadcasting Corporation

Nature of Service: Direct Broadcast Satellite Service, Fixed Satellite Service, Other

EchoStar Satellite Operating Corporation requests modification of its fixed earth station in Gilbert, AZ, to add the EchoStar 3 satellite at the

86.4° W.L. orbital location as a point of communication in the 12.2-12.7 GHz (space-to-Earth) and 17.3-17.8 GHz (Earth-to-space) frequency

bands.

33 ° 22 ' 0.80 " N LAT.

SITE ID: l

801 N. DISH DRIVE (GFMA), MARICOPA, GILBERT, AZ

111 ° 48 ' 54.70 " W LONG.

LOCATION:

VERTEX/TIWGFMA 13.2 metersANTENNA ID: 13.2 METER

86.90 dBW Digital Compressed Video, Voice, Data17300.0000 - 17800.0000 MHz 24M0G7W

86.90 dBW Digital Compressed Video17300.0000 - 17800.0000 MHz 24M0G7W

86.90 dBW Command Carrier (TT&C)17300.0000 - 17800.0000 MHz 1M50G2D

Digital Compressed Video, Voice, Data12200.0000 - 12700.0000 MHz 24M0G7W

Digital Compressed Video12200.0000 - 12700.0000 MHz 24M0G7W

Telemetry (TT&C)12200.0000 - 12700.0000 MHz 1M50G2D

Telemetry (TT&C)12200.0000 - 12210.0000 MHz 800KG2D

Telemetry (TT&C)12200.0000 - 12210.0000 MHz 800KG2D

Telemetry (TT&C)12690.0000 - 12700.0000 MHz 800KG2D

Telemetry (TT&C)12690.0000 - 12700.0000 MHz 800KG2D

79.11 dBW Command Carrier (TT&C)17300.0000 - 17310.0000 MHz 800KG2D

84.10 dBW Command Carrier (TT&C)17300.0000 - 17310.0000 MHz 800KG2D

79.11 dBW Command Carrier (TT&C)17790.0000 - 17800.0000 MHz 800KG2DPage 11 of 16



86.90 dBW Digital Compressed Video17300.0000 - 17800.0000 MHz 24M0G7W

Digital Compressed Video12200.0000 - 12700.0000 MHz 24M0G7W

Digital Compressed Video12200.0000 - 12700.0000 MHz 24M0G7W

86.90 dBW Digital Compressed Video17300.0000 - 17800.0000 MHz 24M0G7W

84.10 dBW Command Carrier (TT&C)17790.0000 - 17800.0000 MHz 800KG2D

Telemetry12200.0000 - 12205.0000 MHz 800KG2D

86.90 dBW Command Carrier (TT&C)17300.0000 - 17800.0000 MHz 1M50G2D

Telemetry (TT&C)12200.0000 - 12700.0000 MHz 1M50G2D

Points of Communication:

l - CIEL 2 - (128.85 W.L)

l - ECHOSTAR 1 - (77 W.L.)

l - ECHOSTAR 10 - (110.2 W.L.)

l - ECHOSTAR 15 - (45.1 W.L.)

l - ECHOSTAR 16 (S2844) - (61.5 W.L.)

l - ECHOSTAR 2 - (148 W.L.)

l - ECHOSTAR 3 (S2741) - (61.5 W.L.)

l - ECHOSTAR 3 (S2741) - (86.4 W.L.)

l - ECHOSTAR 4 - (77 W.L.)

l - ECHOSTAR 5 - (129 W.L.)

l - ECHOSTAR 6 - (110 W.L.)

l - ECHOSTAR 6 - (72.7 W.L.)

l - ECHOSTAR 7 - (119 W.L.)

l - ECHOSTAR 8 - (110 W.L.)

l - ECHOSTAR 8 - (76.85)

l - ECHOSTAR I - (148.0 W.L.)

l - ECHOSTAR/DISH - ()

l - NIMIQ 5 - (72.7 W.L.)

l - RAINBOW1 - (61.5 W.L.) Page 12 of 16



E020248SES-MOD-20141022-00807 E

Class of Station: Fixed Earth Stations

Application for Modification

EchoStar Broadcasting Corporation

Nature of Service: Direct Broadcast Satellite Service

EchoStar Satellite Operating Corporation requests modification of its fixed earth station in Gilbert, AZ, to add the EchoStar 3 satellite at the

86.4° W.L. orbital location as a point of communication in the 12.2-12.7 GHz (space-to-Earth) and 17.3-17.8 GHz (Earth-to-space) frequency

bands.

44 ° 11 ' 14.20 " N LAT.

SITE ID: BH

10020 LIBERTY STREET, MEADE, BLACKHAWK, SD

103 ° 20 ' 7.50 " W LONG.

LOCATION:

VERTEX RSIBH8 8 metersANTENNA ID: 8M KU

77.20 dBW COMMAND17790.0000 - 17800.0000 MHz 1M50F2D

77.20 dBW COMMAND17790.0000 - 17800.0000 MHz 800KF3D

77.20 dBW COMMAND17790.0000 - 17800.0000 MHz 1M50F3D

77.20 dBW DIGITAL COMPRESSED VIDEO17300.0000 - 17800.0000 MHz 24M0G1W

77.20 dBW COMMAND17300.0000 - 17310.0000 MHz 1M50F2D

77.20 dBW COMMAND17300.0000 - 17310.0000 MHz 800KF3D

77.20 dBW COMMAND17300.0000 - 17310.0000 MHz 1M50F3D

TELEMETRY12690.0000 - 12700.0000 MHz 300KGXD

TELEMETRY12690.0000 - 12700.0000 MHz 800KF3D

DIGITAL COMPRESSED VIDEO12200.0000 - 12700.0000 MHz 24M0G1W

TELEMETRY12200.0000 - 12210.0000 MHz 300KGXD

TELEMETRY12200.0000 - 12210.0000 MHz 800KF3D

VERTEX RSIBH13 13.2 metersANTENNA ID: 13.2M KU

85.10 dBW COMMAND17790.0000 - 17800.0000 MHz 1M50F2D

82.60 dBW COMMAND17790.0000 - 17800.0000 MHz 800KF3D

85.10 dBW COMMAND17790.0000 - 17800.0000 MHz 1M50F3D

85.10 dBW DIGITAL COMPRESSED VIDEO17300.0000 - 17800.0000 MHz 24M0G1W

85.10 dBW COMMAND17300.0000 - 17310.0000 MHz 1M50F2DPage 13 of 16



82.60 dBW COMMAND17300.0000 - 17310.0000 MHz 800KF3D

85.10 dBW COMMAND17300.0000 - 17310.0000 MHz 1M50F3D

TELEMETRY12690.0000 - 12700.0000 MHz 300KGXD

TELEMETRY12690.0000 - 12700.0000 MHz 800KF3D

DIGITAL COMPRESSED VIDEO12200.0000 - 12700.0000 MHz 24M0G1W

TELEMETRY12200.0000 - 12210.0000 MHz 300KGXD

TELEMETRY12200.0000 - 12210.0000 MHz 800KF3D

Points of Communication:

BH - ECHO-3 - (61.5 DEG)

BH - ECHOSTAR 10 - (110.2 W.L.)

BH - ECHOSTAR 15 - (45.1 W.L.)

BH - ECHOSTAR 3 (S2741) - (61.5 W.L.)

BH - ECHOSTAR 3 (S2741) - (86.4 W.L.)

BH - ECHOSTAR 4 - (77 W.L.)

BH - ECHOSTAR 5 - (129 W.L.)

BH - ECHOSTAR 6 - (110 W.L.)

BH - ECHOSTAR 7 - (119 W.L.)

BH - ECHOSTAR 8 - (110 W.L.)

BH - ECHOSTAR/DISH - ()

BH - RAINBOW1 - (61.5 W.L.)

E010242SES-MOD-20141022-00808 E

Class of Station: Fixed Earth Stations

Application for Modification

EchoStar Broadcasting Corporation

Nature of Service: Direct Broadcast Satellite Service, Fixed Satellite Service

EchoStar Satellite Operating Corporation requests modification of its fixed earth station in Gilbert, AZ, to add the EchoStar 3 satellite at the

86.4° W.L. orbital location as a point of communication in the 12.2-12.7 GHz (space-to-Earth) and 17.3-17.8 GHz (Earth-to-space) frequency

bands.

33 ° 21 ' 59.90 " N LAT.

SITE ID: 1

801 NORTH AMERICAN SKY BLVD., MARICOPA, GILBERT, AZ

111 ° 48 ' 51.60 " W LONG.

LOCATION:

VERTEX1 9 metersANTENNA ID: 9MPage 14 of 16



73.70 dBW TELEMETRY BEACON (TT&C)17308.2500 - 17309.7500 MHz 1M50G2D

85.78 dBW DIGITAL TV17300.0000 - 17800.0000 MHz 24M0M1F

0.00 dBW TELEMETRY BEACON (TT&C)12698.3500 - 12698.6500 MHz 300KG2D

0.00 dBW TELEMETRY BEACON (TT&C)12202.3500 - 12202.6500 MHz 300KG2D

0.00 dBW TELEMETRY BEACON (TT&C)12200.3500 - 12200.6500 MHz 300KG2D

0.00 dBW DIGITAL TV12200.0000 - 12700.0000 MHz 24M0M1F

Points of Communication:

1 - ECHOSTAR 2 - (119 W.L.)

1 - ECHOSTAR 3 (S2741) - (61.5 W.L.)

1 - ECHOSTAR 3 (S2741) - (86.4 W.L.)

1 - ECHOSTAR 4 - (157 W.L.)

1 - ECHOSTAR 5 - (119 W.L.)

1 - ECHOSTAR 6 - (110 W.L.)

1 - ECHOSTAR I - (148.0 W.L.)

1 - ECHOSTAR/DISH - ()

SES-STA-20141212-00895 E

Class of Station:

Special Temporary Authority

O3b Limited

O3b Limited requests special temporary authority for a period of 180 days, to operate a fixed earth station in San Diego, CA, with the O3b FSS

NGSO satellite system licensed by the United Kingdom, in the 28.1-28.4 GHz and 28.6-29.1 GHz (Earth-to-space) frequency bands, and the

18.3-18.6 GHz and 18.8-19.3 GHz (space-to-Earth) frequency bands. The requested operations are for testing and demonstration purposes.

Points of Communication:

E130098SES-STA-20141212-00899 E

Class of Station:

Special Temporary Authority

O3b Limited

O3b Limited requests special temporary authority, for a period of 180 days, to continue to operate up to three 2.2-meter antennas at a facility in

Melbourne, FL, with the O3b FSS NGSO satellite system licensed by the United Kingdom in the 18.8-19.3 GHz (space-to-Earth) and 28.6-29.1

GHz (Earth-to-space) frequency bands.

Points of Communication:

E7541SES-STA-20150108-00004 E

Class of Station:

Special Temporary Authority

Lockheed Martin Corporation
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For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 202-418-2555.

Lockheed Martin Corporation requests special temporary authority to use its C/Ku-band fixed earth station in Carpentersville, NJ, for a period of

180 days, beginning February 9, 2015, to conduct telemetry, tracking and command functions during the post-launch and early orbit phases

operations for the ABS-3A satellite on the following center frequencies: 6020 MHz and 6025 MHz (Earth-to-space), and 4194.5 MHz and 4197

MHz (space-to-Earth).

Points of Communication:
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